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e Greater strength 
e Longer service 
e Best value 
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Continuous screw S 


RIDGID vises are available in one of the broadest, most complete 
quality lines available. A full range of sizes and types meets every 
requirement for service without compromise of materials or work- 
Manship. Extra features have been added continually. Modern con- 
Struction methods coupled with precise machining assure that each 
vise component has extra strength. Every vise gives extra years of 
service with no premium in price. All vises meet rigid Federal Speci- 
fications. 


RIDGID Plus vise features 


RIDGID Vise Nut — Alloy steel nut is stronger, 
more wear resistant than ordinary malleable nuts. 


This is an important RIDGID advantage. 


RIDGID Swivel Base — Forged steel corrugated 
clamp bolt when tightened fits mating corrugations 
in base to assure positive locking. On 6’’ and 8” 
jaw width vises two clamp bolts are used. 


RIDGID Jaw Faces—Properly hardened tool 
steel jaw faces are firmly pinned to jaws, yet 
easily removable for replacement, by driving the 
pins downward through the vise jaw with a cen- 
ter punch. Top-entering pins eliminate screw 
heads and holes in jaw faces, giving 100% RIDGID One-Piece Handle 
gripping surfaces. — Non-pinching handles 
have ends formed from the 
handle itself. There are 

no separate ends to loosen. 
Finishing is smooth for 
comfortable, safe gripping. 


RIDGID - 


Slides 


are milled 


from solid steel a 


Only RIDGID vises have this important quality feature: 
slides are solid steel. In the industrial vise line: ma- 
chinists’, combination pipe, filers’, and sheetmetal 
workers’ vises have slides milled from a solid steel 
bar. 


After milling, the front jaw is integrally cast on the 
slide, making a rugged, thoroughly dependable unit. 
It costs more to make a vise this way, but it costs 
you no more initially, and far less in the long run. 


When the bar is sawed to length it is milled to 
provide a groove for the main vise screw and nut. 
Holes are drilled and a heavy steel pin inserted, 
around which the jaw is cast. Precision milling of 
the slot provides smooth sliding surfaces and good 
fit. RIDGID steel slides are unbreakable — proven 
so in the most severe industrial use. 


Greater strength 
Longer service 
Best value 


All steel slide — : ‘ 

Full 360° swivel base with 
unbendable, bes . 

positive mechanical lock. 
unbreakable. 

Larger models have 

twin locks. 


Vise body — Extra heavy 
semi-steel, accurately 
machined and broached. 
New alloy steel nut 
is stronger, longer 
wearing than a malleable nut. 


Guarantee 


Non-pinch 
handle is made from 
one piece of steel. 


Tool steel jaw inserts 

are easily replaceable. 

No screw holes or heads 

on faces. Deep diamond serrations — 
Smooth faces also available. 


RIDGID 


Machinists’ Vise stationary base type 


& 


TRE 


— | EIDCE 
___ ae te 


Eb 


GG 


vise no. jaw opening 
new old Ee a 
31-PN 31-P 3h 42" 
33-PN | 33-P 
“AL-PN- 41-P 


fe) 
fe 
a 


ou 


x 


IL(Oy” 


14” 


z 


weight Ibs. 


22 


30 


42 


60 


72 


128 


230 


For severest service this station- 
ary type vise offers unsurpassed 
rigidity. Machined base has three 
bolt holes for firm, accurate 
bench top fit. Tool steel jaw 
faces, either smooth or serrated, 
can be replaced easily when de- 
sired. Faces have no screw heads 
or holes to reduce gripping pow- 
er. Alloy steel nut gives years of 
reliable, trouble-free service. 
Non-pinching handle is made of 
solid steel with forged ends. With 
a RIDGID stationary base vise 
your investment is_ protected, 
you can convertit to a swivel base 
model with a kit as shown below. 


RIDGID Swivel 
Base Kits 


‘ie 


{bh l 


Kit No. 3 for Nos. 31PN, 31SN, 
33PN, 33SN, 33SJN, 33CPN Vises 


Kit No. 4 for Nos. 41PN, 41FSN, 
41SN, 41SJN, 42CPSN, 43CPN, 
43PN, 43SN Vises 


Kit No. 5 for 51PN, 51SN,61CPN, 
61PN, and 61SN Vises 


Packed one kit in a carton. 


@ 


RIDGID 


Machinists’ Vise swivel base type 


Maximum convenience and ut- 
most strength are combined in 
RIDGID swivel base vises. Full 
360° rotation is provided with 
locking in any position when 
forged steel clamp bolt is tight- 
ened. Bolt meshes with teeth in 
base casting for mechanical rath- 
er than friction lock. On Models 
61-SN and 81-S two clamp bolts 
are used for extra strength. Long 
wearing tool steel jaws are easily 
replaceable. Alloy steel nut will 
last for years even with extreme 
use. If desired, swivel base mod- 
els may be converted to station- 
ary base types by removal ofthe 
swivel base assembly. 


vise no. jaw width jaw opening weight Ibs. 


31-S 3) 4y2” 25 


jaw width jaw opening weight Ibs. 
3Y2" 5! 38 
4” 6" 55 
rey 4Y2" ie We 


weight Ibs. 


Machinists’ 

swivel jaw & base 
The most versatile vise for tool 
room use, this model is especial- 
ly convenient for gripping taper- 
ed or irregularly shaped work 
pieces.Removal of the tapered 
locking pin permits the rear jaw 
to swivel for holding non-parallel 
and otherwise hard-to-hold 
pieces. With tapered pinin place 
the vise becomes a standard 
swivel base model with all of the 
outstanding features that have 
made RIDGID vises the best qual- 
ity value. Made in three popular 
sizes for every tool room require- 
ment. 


Combination 

bench & pipe type 
The exclusive RIDGID steel slide 
is a doubly important feature of 
this vise because the jaw is deep- 
er and extra strain is usually im- 
posed on the vise inservice. The 
slide is unbreakable, unbend- 
able. Tool steel pipe jaws are 
accurately milled and carefully 
hardened to grip securely pipe 
or round sections as small as 1/2’ 
diameter. Pipe jaws do not pro- 
ject beyond the jaw faces. In oil 
field and marine applications the 
RIDGID combination vise offers 
best value where both machin- 
ists’ and pipe vises are required. 


jaw width holds pipe opens jaw depth 
3Y¥20 Ye" to 24" 45 Bu 43," it 
4Y2” ¥g" to 4” 82 6” 5Y2" 
6" Vg" to 6" 165 10” UE! 


@ 


Sheet Metal 


Greater jaw depth and slide 
length enable this vise to grip 
extra wide and deep work. The 
jaws have smooth, hardened 
steel inserts 2’’ deep with a to- 
tal jaw depth of 6%’’. These 
large, smooth jaws grip sheet 
metal or wood securely without 
marring. Useful where maximum 
capacity is required. Handle 


won't pinch fingers. 


vise no. jaw width | jaw opening | weight Ibs. 
new fi aaold bon 


Filers Vise — 42-CPSN | 42-CPS AY>" i 70 


High arched jaws permit easy 
access to work from all sides in 
filing and other production oper- 
ations. Hardened steel jaws have 
deep diamond serrations for se- 
cure gripping, unless smooth 
jaws are specified. The rugged 
& steel slide and other quality fea- 
tures make the RIDGID filers’ 
vise a long-lived investment. 


vise no. 
new old law wicth jaw openine | wel Ibs. 
41-FSN 41-FS 4” 6s” 18 


See RIDGID General Pipe Tool 
Catalog and Price List 


For A Complete Listing of Pipe Vises 


RIDGID 
Drill Press & Milling Machine Vises 


vise no. jaw width | jaw opening | jaw depth | weight Ibs. 
Cast Bernieteel 6-DP NG? 6” 2Y2" 50 
Solid steel 6-DPS| 6” 6” | ye 56 


vise no. 


jaw opening | jaw depth | weight Ibs. 
4Y2" 134” 7/ 
Bt 1p” 6 


heavy duty type 
These are best for rugged mill- 
ing and drilling. As an exclu- 
sive feature, hardened steel 
plates cover the work surface 
to prevent holes from being 
drilled in the body. Four extra 
heavy flanges are provided for 
fastening vise to table. Two 
slots are milled in the bottom 
of the base for key-way align- 
ment. Main screw operates in 
easily replaceable bushing. 
Straight or offset type hard- 
ened steel jaw faces are avail- 
able and easily replaceable. 
Overall length is 17”. Overall 
height 43”. Regular semi- 
steel or solid steel models. 


medium duty type 

Long service for milling and 
drilling is featured in this low 
price model. Four flanges pro- 
vided for fastening vise to table. 
Two slots milled in bottom for 
key-way alignment. Main screw 
bushing is replaceable. Movable 
jaw has “V” slot for holding 
round pieces. Height 21%,”. 


light duty type 

For light industrial and home 
shop use, this drill press vise 
opens 3”, has jaws 3” wide. 
Features both vertical and hori- 
zontal “V” slots in movable jaw 
for holding round workpieces. 


NO-PINCH 
HANDLE KNOBS 
ARE INTEGRAL 
PART OF HANDLE 


INTEGRAL 
FEED 
SCREW 
HEAD 


HARDENED 
STEEL THRUST 
WASHER 
(NOT SHOWN) 


USE 


RIDGID Utility Vises are the 
best low-price vise line made. 
They combine the advantages 
of a swivel base, pipe vise and 
anvil in one unit, and feature the 
great strength of a steel channel 
slide. Highest quality materials 
and workmanship are used; low 
price is a result of efficient mass 
production 


Four sizes are offered: No. 
300-R is ideal for model making 
and home use. No. 350-R is 
best for light-duty home use. 
Nos. 400-R and 500-R are ideal 
for medium duty garage, farm, 
shop and home use. 


All sizes are ruggedly con- 
structed with strong castings, 
hardened steel jaws and un- 
breakable steel slide. Finish is 
attractive RIDGID red enamel. 


Compare the ten outstand- 
ing features of RIDGID Utility 
Vises. Point for point they are 
the greatest value in the low 
price vise field. 


HARDENED STEEL JAW 
INSERTS ARE EASILY RE- 
PLACED. DIAMOND SER- 
RATIONS ASSURE POSI- 
TIVE GRIP 


SLIDE SUPPORT 
HORN REINFORCED 
FOR HEAVY-DUTY 


RIDGID Utility Vises 


PIPE JAWS HAVE 
THREE POINT CONTACT 
ASSURING A 
SOLID GRIP 


ENLARGED 
ANVIL WITH 
HORN 


STEEL CHANNEL 


SLIDE PROTECTS 
SCREW 


CLAMP HANDLE 
ELIMINATES 


“FEED THRU” 
SWINGS OUT 
OF WAY 


FULL 360° SWING. VISE 
IS SUPPORTED ACROSS FULL 
DIAMETER OF BASE, FRONT 
TO REAR AND CROSSWISE 


Steel Channel Slide. Extra width and height gives greater 
strength, eliminates bent slides and damage to screw. 

2 Feed screw head is integral part of screw. Acme form 
thread steel screw, is protected by slide from dirt and 
chips, insuring longer wear. 

3 Hardened steel jaw inserts are easily replaced. Diamond 
serrations assure positive grip. 

4 Enlarged anvil with horn—useful for hammering rings, 
hoops, etc. 

5 Full 360° swivel base. Vises are supported across full 
diameter of base front, rear and crosswise. 

6 No-pinch handle knobs are integral part of handle and 
cannot come loose. 
Pipe jaws are integral part of vise and have a three point 
contact assuring solid grip. Teeth are arranged togrip firmly. 

8 Clamp handle—clamps solid with light force on handle. Elim- 
inates ‘‘feed thru’’ and swings out of way to rear of vise. 

9 Extra-strong slide support horn—reinforced construction 
for heavy duty use. 


10 Hardened steel thrust washer prevents wear on casting — 
maximum clamping pressure with minimum of tightening 


effort. 
jaw width pipe capacity wt. Ibs. 
ta tf 
aa 


vise no. 


RIDGID Woodworkers’ Vises 


QuICK acting OI continuous SCI 


This heavy duty woodworking 
vise has accurately ground jaw 
faces, tops and sides. For rug- 
gedness and mounting ease, 
bolt holes are slotted. Steel 
guide rods are 7%” diameter 
with extra strong tie bar for per- 
fect alignment, smooth opera- 
tion of movable jaw. Select 
hardwood handle has large 
easy-grip knobs. For firm grip- 
ping of thin materials, front 
jaw is inclined from the verti- 
cal. Options include choice of 
quick acting or continuous 
screw, with adjustable steel dog. 
Slotted mounting brackets for 
easy mounting. No exposed 
guide rod nuts. 


type vise no. | jaw size} jaw opening] weight Ibs. | e 
t a . pte lal a Tubular steel handles are fur- . 
7 ¢ nished at extra cost if specified. 
W-7 Akox 9” 30 up 
quick acting type Z To specify, add T” after the 
Fen aN . - Ss  . vise number in the table at the 
pUtDICOBUDHEODE Saw!” 4) W-10 4” x 10” 12” 33 | left. 
W-7-CD  |4"”x7” OG 28 
| continuous screw et iee es Mi Sot = —_— 
with dog in front jaw W-10-CD |4” x 10” 12" 35 
adjustable steel handle ty 
{as shown at right) ae ie ‘ ie 7 
ee es W-7-CDS | 4” x 7” 9” 30 
2 W-10-CDS| 4” x 10” 20 35 
A Smaller size vise is strong, ac- 


shop use. Jaw faces, tops and 
sides are ground. Has steel dog 
in front jaw. Features sturdy 
continuous action screw. Select W-6-C BEYXi6 i! 

hardwood handle is smooth. === oe 


jaw opening weight Ibs. 


Ths 10¥2 


a All curately machined for hone Economy Model 
=| we } ‘A 
1] y) 


continuous 
screw 


10 


vise no. | jaw size 


RIDGID 


Sidewinder Vises 


extra capacity on left side 


Sidewinder provides the econ- 
omy of a 7’’ woodworkers’ vise 
with the holding capacity of a 
10” vise. It provides 250% more 
clamping area on the left side 
where it is needed most. This 
brand new 7” vise has the guide 
rods and screw on the right side 
to give you 2" of clearance on 
the left. An outstanding advan- 
tage is economy with compact- 
ness. Dog is standard. Choice of 
wood or steel handle. Tubular 
steel handle has nylon bumpers. 
Other important features include 
graphite bronze thrust bearing 
that never needs grease, slotted 
bolt holes for easy mounting. 
Choice of quick acting or con- 
tinuous screw. 


template for easy 
mounting included 
with each vise 


Gin’ non-pinch nylon 
) bumper washers 


shear pin prevents 
damage 


graphite impregnated 
bronze bearings 


aah 


iF Bp 


4" 4 
| 
a ee aoe 
© 


7"' RIDGID Sidewinder 
has 2*2” clear 


standard 7’’ woodworkers’ vise 
has only 1” clear 


perme [eer [oe [nwa 
perme [ror [| a 
pew [rar [| oa 
paver [er | [oe 


quick acting 


quick acting 


continuous screw 


continuous screw 
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Repair Parts 


how to order — Specify vise model number cast on side 
of back jaw. On woodworkers’ vises model number is 
cast on front jaw. Specify woodworkers’ vise type — 
continuous screw or quick acting. Specify part name 
shown below. 


Note: 
Vises or vise parts shipped to us must be shipped 


prepaid. 


Machinists’ and Combination Vises 


FRONT JAW AND SLIDE 
MACHINISTS’ VISES 


FRONT JAW AND SLIDE 
COMBINATION PIPE VISE 


Or» A 


SCREW 


SCREW RETAINER JAW INSERT 


& 


CENTER BOLT 


hf 


SWIVEL 
LOCK BOLT 


alles 


SWIVEL 
LOCKING LEVER 


SWIVEL BASE 


Woodworkers’ Vises 


END PLATE 


BACK JAW 


FRONT JAW WITH DOG 
AND SIDE BARS 


ti, @W—, 


MAIN SCREW—QUICK ACTING HALF NUT WITH SPRING 


HALF NUT RETAINER 


D ) 


TUBULAR WOOD STEEL SCREW HEAD FOR 
STEEL HANDLE HANDLE WOOD OR TUBULAR 
HANDLE STEEL HANOLE 
CHa 
(0 Sec 
( 
MAIN NUT Kcr 


FOR CONTINUOUS SCREW TYPE MAIN SCREW—CONTINUOUS 


12 


NEW TYPE SWIVEL BASE 


BACK JAW 
SWIVEL JAW VISE 


BACK JAW 
COMBINATION PIPE VISE 


BACK JAW 


NEW TYPE SWIVEL JAW PIPE JAWS FOR 
JAW INSERT AND TAPER PIN COMBINATION PIPE VISE 


EE 
i @ @g 


NEW TYPE SWIVEL 
LOCK BOLT 


NEW TYPE 
VISE NUT 


VISE NUT 


@ 


Discontinued Utility Vises 


(INlustrated Parts for New Style 'R” Series Utility 
Vises Are included in Carton with Vise.) 


JAW INSERT 
(PER SET) 
BACK JAW WITH INSERT 


> | 1 


FRONT JAW WITH SLIDE 
AND INSERT 


NO. 350, 400, SWIVEL LOCK BOLT 
500 PIPE JAWS AND LOCKING LEVER 
FEED SCREW HANDLE WITH WITH SCREWS 


RETAINER (PER SET) 


CENTER 
BOLT 


FEED SCREW NUT 
WITH PIN FOR 
NO. 350, 400, 500 


BASE RING BASE PLATE 


SWIVEL BASE FOR 
NOS. 400 and500 


SWIVEL BASE FOR 
MODEL 300, 350 


Copper faces prevent 
marring polished work. 
Easily attached and re- 
moved. Fits all vises. 


Specify jaw width in your 
order. 


Vise Comparison Chart 


Catalog number information compiled from latest manufacturers’ sources. 


Machinists’ Vises if stationary jaw — stationary base 


jaw 
width RIDGID Athol Columbian Hollands Morgan Parker Prentiss Reed Wilton Yost 
new old 

3” 31-PN 31-P 613 503 13 30 953 253 103R 300N 103 
312" 33-PN 33-P 613% 50312 132 35 95312 25314 10314R 350N 103% 
4” 41-PN 41-P 614 504 14 40 954 254 104R 400N 104 
4," 43-PN 43-P 614% 50412 14% 45 95414 25412 10444R 450N 10412 
ys 51-PN 51-P 615 505 15 50 955 255 105R 500N 105 
6” 61-PN 61-P 616 506 16 60 956 256 106R 600N 106 
8” 81-P 618 508 18 80 958: Aes 108R Sie 108 


Machinists’ Vises 7. stationary jaw — swivel base 


3” 31-SN 31-S 623 603 23 130 973 263 203R 300S 203 
32" 33-SN 33-S 6232 603% 23¥2 135 973% 26342  203%2R 350S 20342 
4” 41-SN 41-S 624 604 24 140 974 264 204R 400S 204 
42" 43-SN 43-S 624% 604% 24Y2 145 9742 26442 2041R 450S 20442 
oY 51-SN 51-S 625 605 25 150 975 265 205R 500S 205 
6” 61-SN 61-S 626 606 26 160 976 266 206R 600S 206 
8” 81-S 628 608 28 180 97 8 eee 208R see 208 


Machinists’ Vises 7 adjustable jaw — swivel base 


3%" 33-SIN 33-8) 643% 403% 43% 335 383% 453%  403%R  .... 43% 
4" 41-30 ALS) 0 wezess pee ee ine ais ee eee nas pier 
4Y¥x"  43-SIN —-43-SJ 644% 404% 44% 345 384% 454% 404% Ee ee 
6" - Beco, eae 646 406 46 360 386 456 406R es 78 
€ Combination Pipe Vises 

3%"  33-CPN  33-CP 323%2X 203% Seist 87 433% 353% IC C-0 31-C 
4¥2"” 43-CPN  43-CP 3244%2X 204% 53% 88 434% 354% 2C C-1 32-C 
Ley Tne. 325X 205 54 288% 435 355 3C C-2 33-C 
6” 61-CPN 61-CP 326X 206 56 289% 436 356 4c C-3 34-C 


Sheet Metal Workers’ Vises 


4y2" 42-CPSN  42-CPS 424% 224% 26412 138 G74 eae 22444R eons 503 
& Woodworkers’ Vises 
; Richard 

RIDGID Abernathy Columbian Morgan Parker _— Prentiss Reed Wilcox Wilton Yost 
W-7 70D 7RDW state 445-W 335-W 700) Sere 63-W 405 
W-7-T ae 7ROT LOOAY Se eae ee ee aYetets 430S-1 63-A aan 
W-10 80D 1O0RDW aes 446-W 336-W 10QD 430S-2 64-W 400 
W-10-T sare 1ORDT 200-A ier wee ee tere 64-A ate 
W-7-CD $70D 7CDW ere 25-W 15-W 7D 630S-1 61-W onc 
W-7-CDT are 7CDT JOAN i es AGG 6 0 moet 61-A wae 
W-10-CD $80D 10CDW mop 26-W 16-W 10D 630S-2 62-W 
W-10-CDT tts 10CDT 2O-A Se ee ee casts ee oe 62-A 
W-7-CDS ste 7CDS 210-A 25-S 15-S ACO: eee 61S rate 
W-10-CDS iets 10CDS 220-A 26-S 16-S 10CD) © anes. 62-S weld 
VL-7RW Ae V-7RDW COPE ooo Ft aaane ee) ee 67-W Ate 
VL-7RT Ve7RDTi oo Teste | douse ee | Meee | arate re 67-A RAP, 
VL-7CW VeZCDW! as seid eo Sea" Potcicegies ok yen oe een eh 66-W 
VL-7CT NsZCDT cet Te pace ie cattails ltr eee 66-A 
W-6-C GOD eke es eerie ee le Cel tee er 
Notes - Where letter ‘‘T’’ is shown, RIDGID woodworkers’ Where letter ‘‘T"' is shown, Columbian furnishes steel handles 
vises have tubular steel handles, instead of hardwood, at instead of hardwood handles. 
extra cost. Use complete number to indicate handle Letter ‘‘W'' indicates hardwood handles. On other models — 


preference. Wilton furnishes aluminum handles. 


RIDGID 


Pre-Tested 
Work Saver 
Tools 


RIDGID is proud of this top quality line of vises — one of 
the broadest available anywhere. As with all famous RIDGID 
Work Saver Tools, these machinists’ and wood-working 
vises carry complete assurance that there will be no sacri- 
fice in quality of materials or workmanship. You can sell 
them with confidence. 


We will welcome your suggestions for design improvements 
or additions to the RIDGID Vise line that you feel would 
help you sell more.... profit more... . with these vises. 


Distributor’s 
Price Sheet No. V-15 
April 29, 1968 


RIDGID icowones VISES 


DISTRIBUTOR’S PRICE SHEET, V-15, APRIL 29,1968 


TERMS OF PAYMENT: 39, 10th prox. Net 30 days. 


DELIVERY: F.O.B. Elyria, Ohio— All orders for RIDGID Vises listed herein totalling 200 pounds or more will be shipped freight 
allowed at the lowest rate of transportation to any destination within the Continental U.S.A. and Canada. 

Written permission must be obtained from the factory to return any merchandise. All material must be new and unused, of current design 
and in resalable condition, Merchandise credit only will be issued for material returned at the original purchase price, subject to a 10% 
handling charge, less the incoming and outgoing transportation charges. Merchandise that has been out of the factory for 12 months or 
longer, cannot be returned for credit. 


Machinists’ Vise Stationary Base Suggested 

; Net Resale _Distributor’s 
: Jaw Jaw Wet. List Prices Net Prices 
Vise No. Width Opens Lbs. Price @10% @10-30% 
SPN 3" a $3650 9285S 23.00 


Machinists’ Vise Swivel Base 


31-SN 3" 4ye" 25 $ 46.50 $ 41.85 $ 29.30 
33-SN 3¥2" J! 35 54.00 48.60 34.02 
41-SN 4” 6" 52 65.00 58.50 40.95 
43-SN 4" ie 70 79.50 71.55 50.09 
51-SN 5 8” 92 104.00 93.60 65.52 
61-SN 6" 10” 145 167.00 150.30 105.21 


81-S 8" 14” 250 325.50 292.95 205.07 


Combination Pipe and Machinists’ Vise 


Pipe Capacity 
33-CPN 344" 1g!’ — 21/2" 45 $ 68.50 $ 61.65 $ 43.16 
43.CPN 4y," Vel — 4" 82 93.00 83.70 58.59 
61-CPN 6" Ife" — 6" 165 212.00 190.80 133.56 
Swivel Base Kits fer 
Kit No. 3 for Nos. 31PN, 31SN, 33PN, 33SN, 33CPN Vises ............0..cecseeeeeceee $12.00 
Kit No. 4 for Nos. 41PN, 41FSN, 41SN, 42CPSN, 43CPN, 43PN, 43SN Vises .............. 16.00 
Kit No. 5 for 51PN, 51SN, 61CPN, GIPN, and 61SN Vises ............ 0... cceeeeeeeeees 31.00 
Swivel Base Kits-Distributor Discount ......... 2.0... eee e eee e eee eee e eee eeeees 50% 


The Ridge Tool Company/ 400 Clark Street, Elyria, Ohio 44035, U.S.A. 


Printed in U.S.A. Form No. V-15-68 


RIDGID itoiwoness VISES 


Sheet Metal Workers’ Vise — Swivel Base (or Pattern Makers’) 


Suggested 
Net Resale _Distributor’s 
Jaw Jaw Wet. List Prices Net Prices 
Vise No. Width Opens Lbs. Price @10% @10-30% 


42-CPSN Aye" vg 70 $ 84.90 $76.41 $53.49 


Filers’ Vise — Swivel Base 


Drill Press and Milling Machine Vises 


Suggested 


Net Resale _ Distributor’s 
Jaw Jaw Wet. List Prices Net Prices 
Vise No. Width Opens Lbs. Price @10% @ 10-30% 
312-DP 3" 4y" 17 $ 24.80 $22.32 $15.62 
6-DF 6” 6” 50 $ 62.50 $ 56.25 $39.38 
6-DPS 6” 6” 56 115.00 103.50 72.45 
(Solid Steel) 
Utility Vises 
Suggested 
; Net Resale _ Distributor’s 
Vise Jaw Jaw Wet. List Prices Net Prices 
No. Width Opens Lbs. Price @ 33-1/3% @ 33-1/3-25% 
300-R ai 34 11% $14.40 $ 9.60 $ 7.20 
350-R 342" 33/4!" 16% 16.90 11,27 8.45 
400-R 4" 43/2! 21 24.80 16.53 12.40 


500-R 5” 5” 24 29.96 19,97 14,98 


RIDGID icoowoners VISES 


Woodworkers’ Vises — Quick Acting Type, with dog in front 
jaw. (Letter ‘‘T’’ indicates tubular steel handle) 


Suggested 
Net Resale —_Distributor’s 
Jaw Jaw Wet. List Prices Net Prices 

Vise No. Size Opening Lbs. Price @ 33-1/3% @33-1/3-25% 
W-7 47" 9" 30 $31.60 $21.06 $15.80 
W-7-T 4"x7" of 31 32.60 21.73 16.30 
W-10 4”"x10" 12” 33 35.20 23.46 17.60 
W-10-T 4”’x10" 12” 34 36.20 24.13 18.10 


Woodworkers’ Vises— Continuous Screw Type with dog in 
front jaw. (Letter ‘‘T’’ indicates tubular steel handle) 


6 W-7-CD 4x] o” 28 $28.90 $19.26 $14.45 
W-7-CDT 4x7" 9 29 29.90 19.93 14.95 
W-10-CD 4"x10" j2" 35 32.50 21.66 16.25 
W-10-CDT 4x10" 12" 36 32.50 22.33 16.75 


Woodworkers’ Vises —Adjustable Steel Handles, Continuous 
Screw, with dog in front jaw. 


W-7-CDS 4x7" Gi 30 $31.60 $21.06 $15.80 
W-10-CDS 4x10" ket 35 35.20 23.46 17.60 


Woodworkers’ Vises— NEW TYPE, with extra width on left 
side, and with dog in front jaw. (Letter ‘‘T’’ indicates tubular 
steel handle) (‘‘R’’ indicates rapid-acting type) (‘'C’’ indi- 
cates continuous screw type) 


VL-7-RW 4x7" 9 28 $33.00 $22.00 $16.50 
VL-7-RT Ary] 9 29 34.00 22.66 17.00 
VL-7-CW 4x7" sid 28 30.30 20.20 15.15 
VL-7-CT 4x7" 9" 29 31.30 20.86 15.65 


Woodworkers’ Vise— Economy Model Continuous Screw, 
with dog. Hardwood Handle Only. 


W-6-C 3""x6" HE 102 $ 11.50 $7.67 9.75 


Note: Add $1.50 to the list price of any Woodworkers Vise to be equippedwith maple faces. For larger jaw openings on RIDGID Woodworkers Vises 
add $.50 per inch to list prices. 


RIDGID Vise Jaw Covers — Copper — Will fit any make vise. 


Jaw Width, Inches Sf 34" 4" Alo” 5” 6” 
List Price Per Pair $4.38 $5.18 $6.23 $7.14 $9.00 $14.34 
Suggested Resale Per Pair at 10% 3.94 4.66 5.60 6.42 810 12.90 
Distributor’s Net Per Pair at 10-30% 2.75 3.26 3.92 4.49 5.67 9.03 


Ww 


*PARTS FOR MACHINIST VISES 
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x Replacement Parts-Distributor Discount 25% 
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